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(b) Grounding circuits, other than by
means of the structure of the vessel on
which the tool is being used, shall be
checked to ensure that the circuit be-
tween the ground and the grounded
power conductor has resistance which
is low enough to permit sufficient cur-
rent to flow to cause the fuse or circuit
breaker to interrupt the current.

(c) Portable electric tools which are
held in the hand shall be equipped with
switches of a type which must be
manually held in the closed position.

(d) Worn or frayed electric cables
shall not be used.

(e) The employer shall notify the of-
ficer in charge of the vessel before
using electric power tools operated
with the vessel’s current.

§1915.133 Hand tools.

The provisions of this section shall
apply to ship repairing, shipbuilding
and shipbreaking.

(a) Employers shall not issue or per-
mit the use of unsafe hand tools.

(b) Wrenches, including crescent,
pipe, end and socket wrenches, shall
not be used when jaws are sprung to
the point that slippage occurs.

(c) Impact tools, such as drift pins,
wedges, and chisels, shall be kept free
of mushroomed heads.

(d) The wooden handles of tools shall
be kept free of splinters or cracks and
shall be kept tight in the tool.

§1915.134 Abrasive wheels.

This section shall apply to ship re-
pairing, shipbuilding and shipbreaking.

(a) Floor stand and bench mounted
abrasive wheels used for external
grinding shall be provided with safety
guards (protection hoods). The max-
imum angular exposure of the grinding
wheel periphery and sides shall be not
more than 90 degrees, except that when
work requires contact with the wheel
below the horizontal plane of the spin-
dle, the angular exposure shall not ex-
ceed 125 degrees. In either case the ex-
posure shall begin not more than 65 de-
grees above the horizontal plane of the
spindle. Safety guards shall be strong
enough to withstand the effect of a
bursting wheel.

(b) Floor and bench mounted grinders
shall be provided with work rests
which are rigidly supported and readily
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adjustable. Such work rests shall be
kept a distance not to exceed ¥s inch
from the surface of the wheel.

(c) Cup type wheels used for external
grinding shall be protected by either a
revolving cup guard or a band type
guard in accordance with the provi-
sions of the United States of America
Standard Safety Code for the TUse,

Care, and Protection of Abrasive
Wheels, B7.1-1964. All other portable
abrasive wheels used for external

grinding shall be provided with safety
guards (protection hoods) meeting the
requirements of paragraph (e) of this
section, except as follows:

(1) When the work location makes it
impossible, in which case a wheel
equipped with safety flanges as de-
scribed in paragraph (f) of this section
shall be used.

(2) When wheels 2 inches or less in di-
ameter which are securely mounted on
the end of a steel mandrel are used.

(d) Portable abrasive wheels used for
internal grinding shall be provided
with safety flanges (protection flanges)
meeting the requirements of paragraph
(f) of this section, except as follows:

(1) When wheels 2 inches or less in di-
ameter which are securely mounted on
the end of a steel mandrel are used.

(2) If the wheel is entirely within the
work being ground while in use.

(e) When safety guards are required,
they shall be so mounted as to main-
tain proper alignment with the wheel,
and the guard and its fastenings shall
be of sufficient strength to retain frag-
ments of the wheel in case of acci-
dental breakage. The maximum angu-
lar exposure of the grinding wheel pe-
riphery and sides shall not exceed 180
degrees.

(f) When safety flanges are required,
they shall be used only with wheels de-
signed to fit the flanges. Only safety
flanges of a type and design and prop-
erly assembled so as to insure that the
pieces of the wheel will be retained in
case of accidental breakage shall be
used.

(g) All abrasive wheels shall be close-
ly inspected and ring tested before
mounting to ensure that they are free
from cracks or defects.

(h) Grinding wheels shall fit freely on
the spindle and shall not be forced on.
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